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Ropo rumm.ry .nd at|hl. fio? pendlng eniorcement actionc, parmlt condl0ons, Dlv|rlon Odorr, and mendmenta:

In estigated a r€port of a slide in he l€claimed East Mounbin alea. Found a lailure approximately 15 ft. X 30 ft. in the
vicinity of the "oops" rcad shdyn on Figure 4 of Appendix 22A The mass of safurated soil had slid b the botbm of the
slope, e distance of apprcximately 150 fr., pushing bpsoilb lhe side, creating berms on either side of the slide area.
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Inspection Report

Permit Number: G0150032

Inspection Type: TECHNICAL

Inspection Date: Wednesday, August 17, 2O1 1

Start Date/Time: U1712011 9:30:00 AM

End Date/Time: 811712011 3:30:00 PM

Last Inspection: Thursday, July 21 ,2011

Priscilla Burton,

Inspector lD Number: 37
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REWEW OF PERNff. PERFORITANCE STANDARDS .PERM/,T CONUNON REQ'//IRENENTS

1. Subslantiate the elemenfs on tfiis inspection by checking the appropiate pertormanre standard.
a. For COMPLETE insqctions provide narative justification for any e/emenfs not fully rnqpected unless element is nof

appropriate b the site, in which case check Not Applicable.
b. For PARTIAL inpctions check only the elements evaluated.

2. Document any noncomplianre situation by rcfercnce the IVO V rbsued at the apprcpiate pefformanw standard tisfed below.
3. Refercnce any nanatives wnften in conjunction with this inspction at the apprcpriate pefiormace standatd listed below.
4. Provide a bn'ef sfafus repod for all pnding enfortemenf actions, permit condrtions, Divigon Orders, and amendments.

1. Permib, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

TtrTT
2. Signs and Markers TrTT
3. Topsoil nunT
4.a HydrologicBalance: Diversions tlTTn
4.b Hydrologic Balance: Sediment Ponds and lmpoundments uTTtr
4.e Hydrologic Balance: Other Sediment Control Measures trtlII
4.d Hydrologic Balance: Water Monitoring TTTT
4.e Hydrologic Balance: Effluent Limitations TTTL_l

5. Erplosives ltrTT
6. Disposalof Excess Spoil, Fills, Benches fT L_l T
7. Coal Mine Waste, Refuse Piles, lmpoundments TtrilT
L NoncoalWaste TTtrT
L Protection of Fish, WiHlife and Related Environmental lssues n TTI
10. Slides and Other Damage TuT-lrtM
11. Contemporaneous Recfamation TIItr
12. Backfilling And Grading ITttI
13. Revegetation ItrTT
14. Subsidence Control Tutrtr
15. Cessation of Ooerations TtrlT
1 6. a Roads: Construction, Mainte nan oe, Su rfacing TlrT
16.b Roads: Drainage Controls ITTT
17. OtherTransportation Facilities TTTT
18. Support Facilities, Utility Installations trtrTT
19. AVS Check TnnT
20. Air Quality Permit nITT
21. Bonding and Insurance TntrT
22. Other nTTT
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10. Slides and Other Damase

Photos of the area that slid at East Mountain are in the images folder dated
811712011. The area was on the reclaimed "oops" road, not part of the pads that
were reclaimed, but just below pad 6 (see Figure 4, App. ?,2A). The area of failure
left a cut approximately 15 ft. high and 30 ft. wide. The supersaturated soil slid over
the hill, pushing topsoil to the side and leaving a trail that is approximately 150 ft. long
on a very steep (28%) slope. The saturated soil slid over native ground and
vegetation can be seen growing in the center of the slide area and in the topsoil
"berms" that were pushed to the side.

I recommend stabilizing the area with rake and seed. Installation of excelsior logs
may be helpful, but would be difficult to bring to the site. ( ln another location,
photographs attached below, the excelsior logs did maintain the slope against a slide
and prevented wholesale failure.) | do not recommend bringing in equipment to
repair the damage, as this would disturb more ground to gain access.


